YUAN-HSUN

Specifications

Detection Method

Features

@ Mini Size: 30mm(L)x18mm(D)

of Mini M18 series Photoelectric Beam Sensor

@ Super Sensing Range: 30 meters (Through Beam)

@ Twice Output: BothNPN /PNP
@ Water Proof: IP-67

Application

@ Car Washing Machine or Conveyer

€

Model Number
Ouptut Status
Sensing Range

Operating Volt.
Consumption Current
Output

Output Current
Residual Voltage
Leakage Current
Protection Circuit
Response Time

Sensing Adjuster

Hysteresis
[llumination
Housing Material
Ambient Temp.

Water Proof

OUTPUT CIRCUIT & CONNECTION DIAGRAM

Retro-Reflection Through Beam Diffused Type
IR-300M18-NO | IR-300M18-NC | IR-3000M18-NO | IR-3000M18-NC | IR-15M18-NO | IR-15M18-NC
Normal Open | Normal Close | Normal Open Normal Close | Normal Open | Normal Close

3m 30m 15cm
10-30VDC: RIPPLE <20% OF P.P
20 mA 35 mA 20 mA
Both NPN/ PNP (Selectable)
150 mAMax.
0.8V Max.

Circuit 0.8 mA Max.

1. Short Circle 2. Polarity Reversed Protection

ims 5ms ims

None None 270 Trimmer

20% of Sensing Range Max.

Lamplight <10,000 LUX, Sunlight<20,000 LUX

Intensive ABS

Minus 20°C~60C; 35%-85%RH

IP-67

OUTPUT CIRCUIT

| 4.7K |

I :—W—LO Black PNP

238 8 [—% 3 w22‘712
OBrown +V W ‘7
O White NPN H %ﬁ Q[ @ [

N 5

MWBM.O/

OBlue 0V

CONNECTION DIAGRAM
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DIMENSION & FIXEDMETHOD

UNIT: mm
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